
R5 20k

R9

100

R6 10k

R7

3320

2

3

cw
1

ccw
R8

20k
C4 22p C5 22p

C3 100u

5

6
7

8
V+

4
V−

U1
3

2
1

8
V+

4
V−

U1

mix−bus+
Even pins of bus connector

+15v

Pin 1 of bus connector

to−monitor
Even pins of return connector

+12V
+12V

−12V
−12V

+12V

level = −8 dBu

stage gain adjustable −9.5 db to +7.3db

level adjustable −17.5 dBu to −.7 dBu

Output Board
unbalanced configuration.

chassis ground
Pin 3 of bus connector

Pin 4 of RJ−45
Pin 3 of return connector
Pin 3 and 4 of meter connector

Pin 1 of meter connector

Pins 9,11,13,15 of bus connector
connect to same pin of return connector

R10

100 to−monitor
Even pins of return connector

rev 3 − 2017/08/23

audio ground
Pin 7 of bus connector

audio ground
Pin 7 of return connector

R29

1Meg

D7

D3

Pin 1 of return connector

Pin 8 of RJ−45

1
2

C11
100u

+12V
U1 pin 8

D1

1
2

C11
100u
x3

2

1

J1

F1

D8

D4

1
2

C12
100u

D2

1
2

C12
100u

x3

2

1

J2

F2

Pin 2 of meter connector

Pin 5 of return connector

Pin 7 of RJ−45

−15v

Pin 5 of bus connector

−12V−12V
U1 pin 4

out+
Pin 1 or 3 of RJ−45
Pin 5,7,9 or 11 of meter connector

out−
Pin 2 or 6 of RJ−45
Pin 6,8,10 or 12 of meter connector

R19 100

R20 100


